
Backendatenblatt / Jaw dimensions sheet

Futtertyp / Chucktype: B-210
Hersteller / Maker: Kitagawa
Nutbreite / Slot width: 16 mm
Verzahnung / Serration:

Angespitzt / pointed Weiche Aufsatzbacken / Soft Top Jaws 
L B H kg

110 40 40 3.30
125 40 40 3.90
110 45 45 4.95
125 40 60 5.70
110 40 80 7.20

Weiche Aufsatzbacken / Soft Top Jaws 
L B H kg

Flach / Flat 110 50 50 5.40
110 60 40 5.10
110 60 60 8.10
110 80 40 6.90
110 40 60 5.10
110 40 100 8.25

L B H T kg
99.5 40 54 13 8.40

L B H         M Spannbereich / 
gripping range kg

105 40 49       M8 40-80 mm 2.40
90 40 49       M8 80-120 mm 2.30
80 45 58       M8 120-160 mm 2.65
80 50 58       M8 160-200 mm 2.70

108 60 65       M10 200-254 mm 2.80

L B H Spannbereich / 
gripping range kg

110 40 50 4-20 mm 3.90
105 40 50 20-45 mm 3.60

L B H Material kg
90 180 60 Stahl / steel 12.30
90 180 78 Aluminium 6.70

Auflagebolzen M8 (M10) / Screws for gripper jaws M8 (M10)
H SW Gewinde /  thread kg
5 13 M8  / ( M10) 0.04
10 13 M8  / ( M10) 0.06
15 13 M8  / ( M10) 0.07
20 13 M8  / ( M10) 0.08

kg
0.36
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KWS-158 (KWS-1510)
KWS-208 (KWS-2010)

article no.
TNS-B210

article no.
KPJ-10

KPJ-10-A

article no.
KWS-58 (KWS-510)

KWS-108 (KWS-1010)

KGJ-10-2045

KSJ-10H-100-F

article no.
HB10A1

article no.

KGJ-10-4080
KGJ-10-8012
KGJ-10-1216
KGJ-10-1620
KGJ-10-2028

article no.

KGJ-10-0420

KSJ-10W-50x50-F
KSJ-10W-60x40-F
KSJ-10W-60x60-F
KSJ-10W-80x40-F

KSJ-10H-60-F

article no.

article no.
KSJ-10-P

KSJ-10L-125-P
KSJ-10W-45x45-P
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KSJ-10H-80-P
2645-L




